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Drawing only exemplary

DIMENSIONS

A: 790.00 mm / +/- 5

B: 250.00 mm / + 5

C: 496.00 mm / +/- 5

D: 408.00 mm / +/- 5

E: 445.00 mm

MATERIAL

plastic (body)a: 4.50 kg

plastic tolerance (+/-): + 5 %

plastic total: 5.25 kg

steel: 0.37 kg

VOLUME

Volume: 120 L

brimful volume: 127 L / 34 GAL

DRAWING NUMBER

Mauser drawing no.: ./.

LABELING

Embossing/Label/Printing: ./.

label:

customer spec no.:
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MODEL / COMPONENTS / ACCESSORIES

Design: O-Top Quality: ./.

Basic Color Drum Body: blue Color Variations: ./.

Snap-On-Handle/Integrated Handle: ./.

Lid Color: black Lid Gasket and Accessories: PUR + vent.-pin

Specialties: ./. clamping ring: 2894-12

Bung Closure 1a: ./. Bung Closure 2a: ./.

Bung Closure 1b: ./. Bung Closure 2b: ./.

Seal Cap 1: ./. Seal Cap 2: ./.

Bung Closure Gaskets: ./. De-/Gassing 1: ./.

Assembly Bung Closure 1: ./. Assembly Bung Closure 2: ./.

Assembly Seal Cap 1: ./. Assembly Seal Cap 2: ./.

SHIPPING UNIT

Pallet Type: customer specific Pallet Material: Wood, HT

pieces per pallet: 15 Load Secure: Hood shrinked

Bung Orientation on Pallet: ./.

PACKAGING GROUP

Packaging Group: X max. Density (Approval): ≤ 1,9 g/cm3

Hydraulic Pressure: 0 (only approved for
solids)

STANDARD FILLING PRODUCTS

max. vapour
pressure
at 50C

max. vapour
pressure
at 55C density PG I density PG II density PG III

solid: ./. ./. 1.9 ./. 2.0

water: ./. ./. ./. ./. ./.

acetic acid: ./. ./. ./. ./. ./.

wetting solution: ./. ./. ./. ./. ./.

white spirit: ./. ./. ./. ./. ./.

n-butyl acetate: ./. ./. ./. ./. ./.

nitric acid 55%: ./. ./. ./. ./. ./.

approval: UN/1H2/X225/S/../D/BAM8632-M
material type: HDPE
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