
COATING TO DEFINED SPECIFICATION
TREATED WITH A ZINC RICH COLD GALVANISING
ALL CUT EDGES ON ALL PRE-GALV MATERIAL TO BE
REMOVE ALL SHARP EDGES & BURRS.
NOTE:

ORIGINATOR

MASS =

± 2mm

± 1.5mm

OVER 1000 mm

UP TO 1000 mm

GENERAL TOL. U.O.S.

LADDERS- WATER TANK

SEE DETAILS
SEE DETAILS
SEE DETAILS

A

WATER TANK ROOF LADDER ASSEMBLY

FINISH:
THICKNESS:
MATERIAL:

WPS-HC-004A (VERTICAL BUTT)
WPS-HC-003A (VERTICAL FILLET)
WPS-HC-002A (HORIZONTAL BUTT)
WPS-HC-001A (HORIZONTAL FILLET)
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TO MODIFY DESIGN WITHOUT PRIOR NOTIFICATION.
BRICE-BAKER ENGINEERING Ltd.  RESERVE THE RIGHT
BE COPIED NOR DISCLOSED TO THIRD PARTIES.
OF BRICE-BAKER ENGINEERING Ltd. IT MUST NOT
DRAWING IS CONFIDENTIAL AND THE PROPERTY
UNLESS OTHERWISE AGREED IN WRITING THIS

TO BS EN 22553
WELD SYMBOLS

WELDING SPECIFICATIONS/PROCEDURES

PART SPECIFICATIONS U.O.S.
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